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MAY 2020

WESTWOOD MA
FAR REACH ROAD PUMP STATION UPGRADES

GENERAL NOTES AND LEGEND 
 

RJP

RJR

EHY

BJM/MEG

AS NOTED

GENERAL NOTES:

1. PLANS PREPARED BASED ON: RECORD PLANS BY BEALS AND THOMAS, INC DATED NOVEMBER 25,
1986; AVAILABLE ORTHO PHOTOS FROM MASSGIS OLIVER; AND FIELD OBSERVATIONS.

2. ELEVATION REFERENCES ARE NAVD88. HORIZONTAL COORDINATE SYSTEM DATUM UTILIZED IS
MASSACHUSETTS STATE PLANE, NAD83, US SURVEY FEET.

3. WETLANDS WERE FLAGGED BY PINEBROOKE CONSULTING IN FEBRUARY 2020.

4. ALL EXISTING UTILITIES SHOWN ARE APPROXIMATE. THE CONTRACTOR SHALL VERIFY THE LOCATION
OF ALL EXISTING UTILITIES. THE CONTRACTOR SHALL NOTIFY DIG SAFE AT LEAST 72 HOURS IN
ADVANCE, EXCLUDING WEEKENDS AND HOLIDAYS, PRIOR TO ANY EXCAVATION.

5. EXACT CONFIGURATION OF EXISTING FORCE MAIN, INCLUDING PIPE LOCATION AND QUANTITY AND
TYPE OF FITTINGS, IS UNKNOWN. CONTRACTOR SHALL PROVIDE ALL MATERIAL FOR PROPER
ASSEMBLY AND FIT.

6. DO NOT SCALE DRAWINGS UNLESS OTHERWISE NOTED. WRITTEN DIMENSIONS AND STATIONING
SHALL PREVAIL. REPORT ANY DISCREPANCIES TO THE ENGINEER IMMEDIATELY.

7. THE CONTRACTOR SHALL RESTORE ALL PUBLIC AND PRIVATE PROPERTY TO ITS PRE-CONSTRUCTION
CONDITION AT NO ADDITIONAL COST TO THE OWNER.

8. ALL EXISTING STORM DRAIN, SEWER, AND WATER MAIN LINES ENCOUNTERED DURING
CONSTRUCTION ARE TO REMAIN IN SERVICE UNLESS OTHERWISE NOTED. THE CONTRACTOR AT NO
ADDITIONAL COST TO THE OWNER SHALL REPAIR ANY EXISTING SEWERS, STORM DRAIN LINES,
WATER LINES OR CULVERTS DAMAGED DURING CONSTRUCTION.

9. IN THOSE INSTANCES WHERE POWER OR TELEPHONE POLE SUPPORT IS REQUIRED, THE
CONTRACTOR SHALL NOTIFY AND COORDINATE WITH THE UTILITY COMPANY TO OBTAIN REQUIRED
SERVICE. NO ADDITIONAL PAYMENT WILL BE PROVIDED FOR TEMPORARY BRACING OF UTILITIES OR
FOR ANY RELATED DELAYS.

10. ALL STRUCTURES AND PIPELINES LOCATED ADJACENT TO THE TRENCH EXCAVATION SHALL BE
PROTECTED AND FIRMLY SUPPORTED BY THE CONTRACTOR UNTIL THE TRENCH IS BACKFILLED.
DAMAGE TO ANY SUCH STRUCTURE CAUSED BY, OR RESULTING FROM, THE CONTRACTOR'S
OPERATIONS SHALL BE REPAIRED AT NO ADDITIONAL COST TO THE OWNER. ALL UTILITIES REQUIRING
REPAIR, RELOCATION, OR ADJUSTMENT AS A RESULT OF THE PROJECT SHALL BE COORDINATED BY
THE CONTRACTOR, THROUGH THE RESPECTIVE UTILITY AND THE OWNER.

11. THE CONTRACTOR SHALL TAKE SPECIAL CARE NOT TO DAMAGE TREES, BUSHES, PLANTS, PARKING
METERS, FLOWERS, STONEWALLS, FENCES, ETC. WITHIN THE CONSTRUCTION AREA UNLESS THEY
ARE NOTED TO BE REMOVED. CONTRACTOR SHALL REPLACE ALL DAMAGED ITEMS AT NO ADDITIONAL
COST TO OWNER.

12. THE CONTRACTOR SHALL REMOVE AND REPLACE NEW, OR REPAIR, ALL CURBS, SIDEWALKS,
PAVEMENT AND OTHER ITEMS DAMAGED BY HIS CONSTRUCTION ACTIVITIES TO AT LEAST THEIR
ORIGINAL CONDITION, AND TO THE SATISFACTION OF THE OWNER AND ENGINEER AT NO ADDITIONAL
COST TO THE OWNER.

13. THE CONTRACTOR SHALL INSTALL AND MAINTAIN TRAFFIC CONTROL DEVICES AS DESCRIBED IN THE
CONTRACT DOCUMENTS AND IN ACCORDANCE WITH THE MANUAL ON UNIFORM TRAFFIC CONTROL
DEVICES.

14. THE CONTRACTOR SHALL BE REQUIRED TO FURNISH AND MAINTAIN A TELEPHONE NUMBER WHERE
THE CONTRACTOR CAN BE REACHED 24 HOURS A DAY, 7 DAYS A WEEK.

15. THE LOCATION AND LIMITS OF ALL ON-SITE WORK AND STORAGE AREAS SHALL BE
REVIEWED/COORDINATED WITH, AND ACCEPTABLE TO THE TOWN AND THE ENGINEER. THE
CONTRACTOR SHALL LIMIT HIS ACTIVITIES TO THESE AREAS.

16. THE CONTRACTOR SHALL IDENTIFY AND OBTAIN ALL NECESSARY PERMITS FOR WORK IN ROADWAYS.
THE CONTRACTOR IS RESPONSIBLE FOR CONFORMING TO ALL PERMITS AS AN INTEGRAL PART OF
HIS WORK.

17. THE CONTRACTOR SHALL SAW CUT ALL PAVEMENT TO ITS TOTAL DEPTH IN THE PROCESS OF
INSTALLING NEW UTILITIES IN ALL PAVED AREAS INCLUDING STREETS, DRIVEWAYS, AND SIDEWALKS.

18. TEST PITS MAY BE ORDERED BY THE ENGINEER TO DETERIME THE LOCATION OF EXISTING UTILITIES.

19. THE CONTRACTOR SHALL COMPLY WITH ALL APPLICABLE REGULATIONS OF THE OCCUPATIONAL
SAFETY AND HEALTH ADMINISTRATION (OSHA).

20. CONCRETE WASHOUT AREAS SHALL BE OUTSIDE THE BUFFER ZONES OF ALL WETLAND RESOURCE
AREAS.

ABBREVIATIONS:
BIT BITUMINOUS
CL CAST IRON
CLDI CEMENT LINED DUCTILE IRON
CONC CONCRETE
D DRAIN
DI DUCTILE IRON
DIA DIAMETER
EX EXISTING
FM FORCE MAIN
ID INSIDE DIAMETER
INV INVERT
LF LINEAR FEET

MAX MAXIMUM
MIN MINIMUM
MJ MECHANICAL JOINT
OC ON CENTER
PROP PROPOSED
PVC POLYVINYL CHLORIDE
S SEWER
TOC TOP OF CONCRETE
TYP TYPICAL
VC VITRIFIED CLAY
VGC VERTICAL GRANITE CURBING

S S

100 100

D D

W W

DEWATERING AND EROSION CONTROL NOTES:

1. ALL FOUNDATIONS AND EXCAVATIONS SHALL OCCUR IN "THE DRY". GROUNDWATER SHALL BE
LOWERED BY A MINIMUM OF 2' BELOW THE BASE OF THE EXCAVATION. THE CONTRACTOR SHALL
HANDLE GROUNDWATER, WHERE ENCOUNTERED, AS DESCRIBED IN SECTION 02140. DURING ANY
DEWATERING, THE CONTRACTOR SHALL USE TEMPORARY STONE AROUND THE SUCTION AND
DISCHARGE ENDS TO MINIMIZE TRANSPORT OF TRENCH MATERIALS. THE DISCHARGED WATER
SHALL PASS THROUGH FILTER FABRIC, SILT BAGS, FRAC TANKS OR A COMBINATION OF ALL.

2. DEWATERING PUMPING SYSTEM DISCHARGE TO INCLUDE ENERGY DISSIPATION TO PREVENT
SCOUR.

3. TEMPORARY DEWATERING SEDIMENTATION BASINS, IF REQUIRED, WILL BE CHECKED AFTER EACH
SIGNIFICANT RAINFALL AND CLEANED AS NEEDED TO RETAIN STORAGE CAPACITY.

4. THE FILTER SOCK AND OTHER EROSION AND SEDIMENT CONTROL MEASURES/DEVICES SHALL BE
INSPECTED, CLEANED, REPLACED AND/OR REPAIRED AS NECESSARY, WEEKLY AND AFTER EACH
SIGNIFICANT RAINFALL

5. INSTALL FILTER SOCK PRIOR TO COMMENCEMENT OF THE EARTHWORK OPERATIONS. INSPECT
EROSION CONTROLS IMMEDIATELY AFTER EACH STORM AND REMOVE ACCUMULATED SEDIMENT AS
REQUIRED. REPLACE DAMAGED EROSION CONTROLS AS REQUIRED.

6. SPILL KITS SHALL BE MAINTAINED ON-SITE AT ALL TIMES.

7. SECONDARY CONTAINMENT SHALL BE PROVIDED FOR ALL DIESEL OR GASOLINE POWERED
GENERATORS AND PUMPS.

E E

FM FM

WL WL

FM FM

PROJECT SEQUENCING NOTES:

1. INSTALL ALL EROSION CONTROLS AS SHOWN AND SPECIFIED IN THE CONTRACT DOCUMENTS. THE
EROSION CONTROL SHALL BE APPROVED BY THE ENGINEER AND OWNER PRIOR TO ANY EXCAVATION.

2. ISOLATE THE WET WELL FROM THE PUMP STATION AND PROVIDE SEPTAGE HAULER TRUCK FOR
TEMPORARY BYPASSING OF THE PUMP STATION AND FORCE MAIN.

3. INSTALL THE PERMANENT BYPASS ASSEMBLY AS SHOWN ON SHEET C-1.

4. INSTALL TEMPORARY BYPASS PUMP SYSTEM UTILIZING THE NEW PERMANENT BYPASS ASSEMBLY
AND EXISTING FORCE MAIN.

5. COMPLETE ALL DEMOLITION AND NEW CONSTRUCTION WITHIN THE PUMP STATION AS SHOWN IN THE
CONTRACT DOCUMENTS. ONCE THE PUMP START-UP TEST RESULTS ARE APPROVED BY THE
OWNER/ENGINEER, THE CONTRACTOR SHALL PLACE THE PUMPS IN SERVICE. REHABILITATE THE
EXISTING WET WELL INCLUDING INSTALLING THE NEW FALL PROTECTION GRATING AS SHOWN IN THE
CONTRACT DOCUMENTS.

6. REMOVE TEMPORARY BYPASS PUMP SYSTEM.

7. PERFORM ALL SITE RESTORATION SPECIFIED IN THE CONTRACT DOCUMENTS. REMOVAL ALL
EROSION CONTROL. DEMOBILIZE FROM THE SITE.



6"X6" DI MJ TEE FOR
BYPASS CONNECTION. CONCRETE
THRUST BLOCK UNDER TEE.
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FOR EMERGENCY GENERATOR ON
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ENCLOSED EMERGENCY
GENERATOR ON CONCRETE
SLAB. T.O.C. 190.71

PROPANE  FILL LOCATION
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DRIVE
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REPAIR WET WELL TOP SLAB
EXTERIOR CONCRETE . INSTALL
FALL PROTECTION GRATING TO

EXISTING HATCH. INSTALL 1"
COPPER DRAIN THROUGH EXISTING

CONCRETE LANDING.

SEE MECHANICAL SHEETS FOR
PUMP STATION DETAILS

FILTER SOCK (TYP)
OVERLAPS LIMIT OF
WORK BOUNDARY

LIMIT OF WORK BEYOND FILTER SOCK (TYP.)

BYPASS ASSEMBLY, SEE
DETAILS THIS SHEET

WETWELL
CLASS 1, DIV.1, GROUP D

S

S

SITE PLAN AND CIVIL DETAILS
RJP

RJR

MEG

BJM/MEG

AS NOTED

SECTION VIEW: FORCE MAIN BYPASS
SCALE: N.T.S.

PLAN VIEW: FORCE MAIN BYPASS
SCALE: N.T.S.
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FAR REACH ROAD

SCALE:
PLAN

1" = 10'

P1: WET WELL TOP SLAB
SCALE: NOT TO SCALE

P1

P2: WET WELL LANDING
SCALE: NOT TO SCALE

P2

INSTALL FALL PROTECTION IN
EXISTING WET WELL ACCESS HATCH

CORE THROUGH EXISTING
WET WELL CONCRETE

WALL AND LANDING AND
INSTALL 4" DI DRAIN
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CIVIL DETAILS 
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AS NOTED

TEE, 90°

BEARING SURFACE, FT

1.0

22 1/2°

1.2 1.0

45°

2

11 1/4°

1.0

3000 PSI (MIN) CONCRETE

UNDISTURBED SOIL

3 1.2 1.0 1.01.0

2

SCALE: N.T.S.
FORCE MAIN THRUST BLOCK

6 2.2 1.2 1.01.0

BEARING SURFACE

DIAMETER,
IN

NOTES:

1. EDGES OF TRENCH SHALL BE SAW CUT TO CREATE CLEAN STRAIGHT LINES, NO JAGGED
EDGES, PRIOR TO PLACEMENT OF TEMPORARY PATCH.

2. PAVEMENT INSTALLED BEYOND PAYMENT LINE MUST BE PRE-APPROVED BY THE
ENGINEER.

3. THE FINISHED SURFACE OF THE MIXTURE, AFTER COMPACTION, SHALL BE TRUE TO THE
ESTABLISHED LINE AND GRADE OF THE EXISTING PAVEMENT.

4. ASPHALT SHALL BE MACHINE LAID UTILIZING A SIDEWALK BOX SPREADER OR EQUAL (NO
HAND WORK ALLOWED).

PAY LIMIT FOR LEDGE
IF ENCOUNTERED

6" MIN.

THOROUGHLY
COMPACT WITH
RAM OR
PNEUMATIC
TAMPER

DEPTH OF COVER
5' MINIMUM

CRUSHED
STONE
PIPE BEDDING

SUBGRADE - COMPACTED
BACKFILL CONSISTING OF
GRAVEL BORROW OR
APPROVED EXCAVATED
MATERIAL

12" (MIN.) PROCESSED
GRAVEL SOLID BASE

EARTH
UNDISTURBED

EXISTING GRADE

3" WIDE PRINTED
UNDERGROUND WARNING
TAPE WITH METAL CORE.
APPROX. 1' BELOW GRADE

BEYOND PAVED SURFACE

TRENCH CENTER LINE

WITHIN PAVED SURFACE

6" LOAM AND SEED

SCALE: N.T.S.

TYPICAL FORCE MAIN
TRENCH DETAIL

2" BINDER COURSE
1-1/2" TOP COURSE

SCALE: N.T.S.
DEWATERING BAGS

SCALE: N.T.S.
12" DIAMETER FILTER SOCK

GATE BOX

RETAINER GLAND

BOTTOM SECTION

M.J. ENDS

TOP SECTION

PROPOSED SEWER PIPE

M.J. RESILIENT
GATE BOX

(TYPICAL)

2-NOTCH OPENINGSSEWER REQUIRED

COVER FINISHED GRADE

SEATED WEDGE TYPE
GATE VALVE

FIRM UNDISTURBED
MATERIAL

M.J. ENDS

CONCRETE SUPPORT
BLOCK

SCALE: N.T.S.
GATE VALVE AND VALVE BOX DETAIL

SCALE: N.T.S.
BYPASS CONNECTION HANDHOLE
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SCALE: 3/8” = 1”
ELEVATION VIEW

EXISTING PUMP STATION LAYOUT
RJP

RJR

EHY

BJM/MEG

AS NOTED

SCALE: 3/8" = 1" M-1

ASECTION 

PUMP ACCESS HATCH

STAIRS

PUMP CONTROL
PANEL WITH BUBBLE

ALARM PANEL
DOUBLE
DOORS

VENTILATION
DUCT

SCALE: 3/8" = 1" M-1

BSECTION 

PUMP ACCESS HATCH

STAIRS

VENTILATION
DUCT

4" DI FORCE MAIN
EFFLUENT

LEVEL TUBING ALONG
WALL (SEE PHOTO P2)

4" FM EFFLUENT
CL. ELEV.=182.96

P1: GROUND LEVEL
SCALE: NOT TO SCALE

P1

P2

P2: STAIRS
SCALE: NOT TO SCALE

MCC WITH MCB,
ATS & PANEL

WATER LEVEL
PANEL

PUMP ACCESS HATCH

STAIRS FOR
PUMP ROOM
ACCESS
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AND DEMOLITION
EXISTING PUMP STATION LAYOUT

RJP

RJR

EHY

BJM/MEG

AS NOTED

SCALE: 3/4" = 1' M-1

DSECTION 

4" GATE VALVE (TYP.)

4" GATE VALVE (TYP.)
PUMP (TYP.)

4' CHECK VALVE (TYP.)

SUMP

SHELF

SCALE: 3/4" = 1' M-2

ESECTION 

4" GATE VALVE

4" GATE VALVE

PUMP

4" CHECK VALVE

 CONCRETE PEDESTAL

P4

P4: PUMP ROOM
SCALE: NOT TO SCALE

STAIRS LEADING UP

2" PVC STUB

2" PVC STUB

EMERGENCY SHUTOFF
SWITCH

EMERGENCY SHUTOFF
SWITCH

P5

P5: PUMP ROOM
SCALE: NOT TO SCALE

71.5" FROM
FLANGE TO

FLOOR

31.5" FROM
FLANGE TO FLOOR

86.75" FROM
FLANGE TO

FLOOR

CONCRETE
PEDESTAL (TYP.)

CONCRETE
PEDESTAL (TYP.)

CONCRETE
PEDESTAL

4" DI FLANGED PIPE (TYP.)

4" DI FLANGED
PIPE (TYP.)

REMOVE AND DISPOSE
OF EXISTING PUMPS,
VALVES, CONCRETE
SUPPORTS, PIPING AND
ASSOCIATED FITTINGS

REMOVE AND DISPOSE
OF EXISTING PUMPS,
VALVES, PIPING AND

ASSOCIATED FITTINGS
CUT PVC STUB

FLUSH WITH FLOOR
AND FILL WITH

NON-SHRINK
GROUT (TYP.)

REMOVE AND DISPOSE OF
HORIZONTAL PIPE SUPPORT.

CUT ANCHORS FLUSH WITH
WALL AND PATCH CONCRETE.

DEMO EXISTING
CONCRETE PUMP

PAD (TYP.)

DEMO EXISTING
PIPE SUPPORT
PEDESTAL (TYP.)
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PROPOSED WORK
 PUMP ROOM LAYOUT

RJP

RJR

MEG

BJM/MEG

AS NOTED

SCALE: 3/4" = 1' M-1

FSECTION 
SUMP

SHELF

SCALE: 3/4" = 1' M-3

GSECTION 

P6: PUMP ROOM
SCALE: NOT TO SCALE

STAIRS LEADING UP

EMERGENCY SHUTOFF
SWITCH

EMERGENCY SHUTOFF
SWITCH

P6

SCALE: 3/4" = 1' M-3

HSECTION 

NEW FLOODED
SUCTION PUMP WITH
CONCRETE SUPPORT
PAD (TYP.)

NEW 4"
FLANGED 

VALVE 
(TYP.)

NEW  4"
FLANGED
CHECK VALVE
(TYP.)

NEW  4" DI FLANGED
BASE ELBOW WITH

CONCRETE
SUPPORT (TYP.)

NEW 4"
FLANGED PLUG
VALVE (TYP.)

NEW FLOODED
SUCTION PUMP

NEW 4" FLANGED
PLUG VALVE

NEW  4"
FLANGED
CHECK VALVE

NEW 4"
FLANGED
PLUG VALVE

NEW  4" DI
FLANGED BASE

ELBOW 

NEW  4" DI
FLANGED PIPE

(TYP.)

NEW  4" DI
FLANGED PIPE
(TYP.)

CONNECT TO
EXISTING 4" DI
FLANGE

NEW  4" DI
FLANGED PIPE
(TYP.)

NEW  EMERGENCY
PUSH BUTTON FOR
OPERATIONS
PERSONNEL

CONNECT TO
EXISTING 4" DI
FLANGE (TYP.)

NEW  90° 4" DI
FLANGED BEND
WITH SUPPORT
AS NECESSARY
(TYP.)

NEW  22.5°
4" DI BEND
(TYP.)

NEW  4" DI WYE
WITH BLIND FLANGE

NEW  4"
DI WYE

NEW  45°
4" DI BEND

NEW  45°
4" DI BEND

CONNECT TO
EXISTING 4" DI
FLANGE (TYP.)

WATERPROOF WALL
 AND PAINT WALL INTERIOR

NEW CONCRETE
EQUIPMENT PAD.
SEE DETAIL ON THIS
SHEET.

CONNECT EXISTING
EMERGENCY
SHUTOFF SWITCH TO
NEW PUMPS (TYP.)

NEW CONCRETE
PEDESTAL TO

SUPPORT PIPING

NEW 
 PIPE

SUPPORT (TYP.)

4" DI
FLANGED

PIPE (TYP.)PRESSURE
GAUGE TAP

PRESSURE GAUGE
TAP (TYP.)

SCALE: N.T.S.

4" PLUG VALVE

INSTALL NEW
THRUST SUPPORT

MATCHING EXISTING
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PROPOSED WORK
 PUMP ROOM LAYOUT

RJP

RJR

MEG

BJM/MEG

AS NOTED

8"

6"

6" MAX.

SCALE: N.T.S.
INTERIOR CONCRETE EQUIPMENT PAD DETAIL

SCALE: N.T.S.

PRESSURE GAUGE MOUNTING DETAIL
FOR LIQUID PIPING

SCALE: N.T.S.
TYPICAL WALL PENETRATION DETAIL

6"

SCALE: N.T.S.
TYPICAL PIPE SLAB PENETRATION DETAIL

NEW CONCRETE
FLOOR

EXISTING CONCRETE
FLOOR

NEW CONCRETE
WALL

EXISTING CONCRETE
WALL

SCALE: N.T.S.
ADJUSTABLE PIPE SUPPORT DETAIL



STRUT SECURED TO CEILING AND FLOOR TO
SUPPORT WIRING TO MOTOR (TYPICAL)

TYPE C CONDUIT BODY WITH GASKET
(TYPICAL)

LIQUID TIGHT FLEXIBLE METALLIC CONDUIT.
INSTALL GROUND WIRE DO NOT OMIT (TYPICAL)

GALVANIZED RIGID STEEL SECURED TO
STRUCTURE (TYPICAL)

MOTOR FOR ONE OF TWO PUMPS
(TYPICAL)

EXISTING WALL MOUNTED EMERGENCY
PUSH BUTTON SWITCHES

FOR PUMP SHUT DOWN TO BE REPAIRED.

FOR (2) EXISTING STARTERS
PROVIDE AND ADJUST MOTOR OVERLOAD

PROTECTION TO MATCH
CHARACTERISTICS OF REPLACEMENT

PUMP MOTORS.

EXISTING CEILING MOUNTED JUNCTION

EXISTING MOTOR CONTROL CENTER TOP
LEVEL

MANUFACTURER:  KLOCKNER-MOELLER
TYPE: SERIES 2000

EMERGENCY CALL FOR ASSISTANCE PULL
SWITCH STATIONS (2) POLE SINGLE
THROW (TYPICAL).

3/4"C, (2) #14 CONTROL WIRING TO SCADA
PANEL.

PROVIDE POWER FROM EXISTING
BREAKER PANEL LOCATED IN THE MCC

PROVIDE (1) 15AMP 1 POLE BREAKER CALL FOR ASSITANCE
HORN INTERIOR
LOCATED AT GROUND
FLOOR LEVEL
EXTERIOR CALL FOR
ASSISTANCE
WEATHERPROOF HORN
STROBE LOCATED AT
GROUND LEVEL ABOVE
STATION ENTRY DOOR
FAVORING STREET SIDE

120V POWER FOR CALL FOR AID SYSTEM
 3/4"C, (2) #12 &(1) #12 EGC

3/4"C, (4) #14 & (1) EGC CONTROL WIRING
(TYPICAL SWITCH WIRING)

THIS LINE IS ONE INCH
LONG WHEN PLOTTED AT
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34" DRAWING
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ELECTRICAL WORK ITEMS


