REFERENCE

"EXISTING CONDITIONS TOPOGRAPHIC PLAN 590 HIGH STREET WESTWOOD, MASS.” PREPARED BY FELDMAN LAND

EROSION AND SEDIMENTATION CONTROL NOTES

THIS WORK IS SUBJECT TO A NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM PERMIT AS REQUIRED BY THE ENVIRONMENTAL

EXISTING LEGEN

SEWER MANHOLE

PROPOSED | FGEN

SURVEYORS 112 SHAWMUT AVENUE BOSTON, MASS. 02118; SCALE: 1"=30"; DATED: DECEMBER 22, 2014; 8—1-2015 PROTECTION AGENCY (EPA) CONSTRUCTION GENERAL PERMIT (CGP). THE CONTRACTOR SHALL BE RESPONSIBLE FOR FILING A NOTICE OF @ >
ADDITIONAL TROPOGRAPHY AT DERFIELD SCHOOL ADDED; SHEET 1 OF 1; SCALE: 1"=30"; JOB NO. 14738; CRD FILE INTENT WITH THE EPA, PREPARING A STORMWATER POLLUTION PREVENTION PLAN (SWPPP) PRIOR TO THE START OF CONSTRUCTION, @ LOW LIMIT OF WORK ]
14498; CAD FILE NO. 14738—EC_2015-8-21. CONDUCTING THE REQUIRED SITE INSPECTIONS, MAINTAINING THE SWPPP PER THE CGP AND FILING A NOTICE OF TERMINATION WITH THE DRAIN MANHOLE Ofq
EPA AFTER SITE STABILIZATION REQUIREMENTS HAVE BEEN MET. ® FLECTRIC MANHOLE e
2. PROPOSED PROPERTY LINES TAKEN FROM THAT PLAN ENTITLED "DEFINITIVE SUBDIVISION 590 HIGH STREET WESTWOOD, 2 THIS WORK IS SUBECT TO AN ORDER OF CONDITIONS (0OC) WITH THE TOWN OF WESTWOOD CONSERVATION COMMISSION TTTTTTTTTTTTTTT T 77777777777 SAWCUT é‘.‘ E8
MASS.” BY FELDMAN LAND SURVEYORS 112 SHAWMUT AVENUE BOSTON, MASS. 02118; SCALE: 1"=30'; DATED: JULY - 02w
13, 2015; SHEET 1 OF 1; SCALE: 1"=30"; JOB NO. 14738; CRD FILE 14498; CAD FILE NO. 14738—A3_2015-9-1. AND IS TO BE CONSIDERED A PART OF THESE DOCUMENTS. THE CONTRACTOR SHALL OBTAIN A COPY OF THE OOC, AND TELEPHONE  MANHOLE o o ) 0 . EROSION CONTROL (SILTSOCK) Obgah
' : ’ : : ' = BECOME FAMILIAR WITH IT, AND BE RESPONSIBLE FOR MEETING ALL OF THE CONDITIONS. © CABLE TV MANHOLE LESES
COUNTY REGISTRY OF DEEDS , Y HYDRANT ; YESos
3. DUST SHALL BE CONTROLLED BY WATERING OR OTHER APPROVED METHODS AS NECESSARY, OR AS DIRECTED BY THE oS VAV V— CHAIN LINK FENCE 0G8z&%
. —t
BOOK 1125, PAGE 356 OWNER OR ENGINEER. & . 0 0.gg
BOOK 3478, PAGE 438 WATER SHUT OFF CURB‘NG(TYPE) 2=zQ
BOOK 4324, PAGE 677 4. THE CONTRACTOR SHALL SCHEDULE HIS/HER WORK TO ALLOW THE FINISHED SUB GRADE ELEVATIONS TO DRAIN PROPERLY oSo WS
BOOK 4329, PAGE 392 WITHOUT PONDING. SPECIFICALLY, ALLOW WATER TO ESCAPE WHERE PROPOSED CURB MAY RETAIN RUNOFF PRIOR TO O GAS SHUT OFF pR— ¥zo
BOOK 5698, PAGE 694 APPLICATION OF SURFACE PAVING. PROVIDE TEMPORARY POSITIVE DRAINAGE, AS REQUIRED, TO STABILIZED DISCHARGE POINTS. 200 CONTOUR <3
CONTRACTOR IS RESPONSIBLE FOR ALL TEMPORARY UTILITY CONNECTIONS. OFP FLAG POLE — o
PLAN NO. 750—1973 .
PLAN NO. 503—1925 5. THE CONTRACTOR SHALL MAINTAIN A SUFFICIENT RESERVE OF VARIOUS EROSION CONTROL MATERIALS ONSITE AT ALL TIMES ® FA FIRE ALARM +(200.00 SPOT ELEVATION
PLAN NO. 1356—1809 FOR EMERGENCY PURPOSES. oRD ROOF DRAIN
PLAN NO. ga3—193° 6. ANY DEWATERING WASTE WATERS PUMPED FROM EXCAVATIONS SHALL BE CONVEYED BY HOSE TO AN UPLAND AREA AND R_@ - SICN
PLAN NO. 916—1984 -
DISCHARGED INTO STRAWBALE ENCLOSURES OR SEDIMENTATION BAGS. UTILITY POLE W/ LIGHT HANDICAP SYMBOL
NORFOLK COUNTY ENGINEERING DEPARTMENT : CAS METER
7. CONSTRUCTION SITE WASTE MATERIALS SHALL BE PROPERLY CONTAINED ONSITE AND DISPOSED OFF SITE IN ACCORDANCE
PLAN NO. 18—846 WITH ALL APPLICABLE LOCAL AND STATE REGULATIONS. ELECTRIC METER CEMENT CONCRETE
PLAN OF LAND, BY EW. PILLING, DATED MAY 21, 1952 8. ALL DISTURBED AREAS SHALL BE STABILIZED WITHIN 14 DAYS OF COMPLETION OF WORK IN THAT AREA. AR CONDITIONING UNIT BITUMINOUS CONCRETE PAVEMENT
9. ALL DRAINAGE STRUCTURES SHALL BE CLEARED OF ACCUMULATED SEDIMENT PRIOR TO ACCEPTANCE OF FINAL PROJECT. TRASH RECEPTACLE :
TREE LINE
SURVEY_NOTES 10. THE CONTRACTOR SHALL MAINTAIN SURFACE DRAINAGE DURING CONSTRUCTION. STORMWATER SHALL BE MAINTAINED AWAY
FROM WORK SITES WHILE PREVENTING AREAS OF EROSION. &‘\ HANDICAP FARKING SPACE ® DVH DRAIN MANHOLE
1) BENCH MARK INFORMATION SUPPLIED BY THE TOWN OF WESTWOOD ENGINEERING OFFICE. 11. CONTRACTOR IS RESPONSIBLE FOR INSTALLING AND MAINTAINING NECESSARY TEMPORARY EROSION CONTROL MEASURES. A WETLAND FLAG
BENCH. MARK USED: 12. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ESTABLISHING OR INSTALLING ALL TEMPORARY SEDIMENT AND EROSION @ DECIDUOUS TREE ® svi SEWER _MANHOLE
: _ - ‘ Qo guwn g
HYDRANT SPINDLE IN FRONT OF HOUSE #646 HIGH STREET. ELEVATION = 239.37 CONTROLS AS SHOWN ON THESE PLANS AND SHALL MAINTAIN ALL EROSION CONTROL MEASURES AS NECESSARY DURING THE W CB CATCH BASIN SE0T U0 8
TEMPORARY BENCH MARKS SET: ENTIRE. CONSTRUCTION' PERIOD. o BUSH PERRINE N
TBE“S&'XTISEDEANZTA: 433°f OVER MAIN' OUTLET. 13. T%%PORARYIO?\}VERSION SWALES SHALL BE PROVIDED AS NECESSARY TO DIRECT RUNOFF TO THE SEDIMENT BASINS DURING ( 9 ( @ WATER QUALITY STRUCTURE %@323 >row ffg
= . ol >u R
CONSTRUCTION. CONIFEROUS TREE fExw Sioe &
TBM-B: HYDRANT, BOLT OVER MAIN OUTLET. 14. CONSTRUCTION EXIT PROTECTION SHALL BE PROVIDED AT ALL POINTS OF EGRESS OR INGRESS AND SHALL BE MAINTAINED >< WATER GATE SEoo 2422 8
ELEVATION = 241.21 TO LIMIT TRACKING OR FLOWING OF SEDIMENT ONTO PUBLIC ROADS AND INTO THE REST OF THE SITE. [CV IRRIGATION CONTROL VALVE 22 .. T E
. , D DRAIN. LINE z5 B ot B i
TBM—C: HYDRANT, BOLT OVER MAIN OUTLET, 15. EROSION CONTROL BARRIERS SHALL BE INSTALLED AS SHOWN ON THESE PLANS PRIOR TO COMMENCEMENT OF ﬂ CURB RETURN FRPaBe BB
ELEVATION = 251.96 CONSTRUCTION OPERATIONS. G GAS LINE
2)  ELEVATIONS REFER TO PLAN ENTITLED "HIGH STREET, HOUSE SERVICES, WESTWOOD, MASS, SHEET 2 OF 44, PREPARED BY 16. SOIL EROSION AND SEDIMENTATION CONTROL MEASURES SHALL BE INSPECTED AND MAINTAINED ON A WEEKLY BASIS AND i CATCH BASIN
WHITMAN & HOWARD INC. DATED MARCH, 1983. AFTER EACH STORM EVENT OF 0.25 INCH OR GREATER DURING CONSTRUCTION TO ENSURE CHANNELS, DITCHES AND PIPES ® TRAFFIC SIGNAL S SEWER LINE .
ARE CLEAR OF DEBRIS AND THAT THE EROSION CONTROL BARRIERS ARE INTACT. IDENTIFIED DEFICIENCIES SHALL BE ;B9
3)  CONTOUR INTERVAL EQUALS ONE (1) FOOT. CORRECTED |IMMEDIATELY. XX LIGHT POLE W WATER LINE EE
5
4)  BY GRAPHIC PLOTTING ONLY, THE PARCEL SHOWN HEREON LIES WITHIN A ZONE "X" (UNSHADED), AN AREA OUTSIDE OF THE 17. THE CONTRACTOR SHALL CLEAN AND MAINTAIN EROSION CONTROL BARRIER WHEN SEDIMENT ACCUMULATES TO ONE HALF THE HH ELECTRIC HANDHOLE § 5
0.2% ANNUAL CHANCE FLOOD, AS SHOWN ON THE FEDERAL EMERGENCY MANAGEMENT AGENCY (F.E.M.A) FLOOD INSURANCE HEIGHT OF THE STRAW BALES OR ONE THIRD THE HEIGHT OF SILT FENCE. MATERIAL COLLECTED FROM THE SILTATION . RETAINING WALL B3
RATE MAP (F..RM.) FOR NORFOLK COUNTY, MASSACHUSETTS, MAP NUMBER 25021CO176E, TOWN OF WESTWOOD COMMUNITY BARRIERS SHALL BE REMOVED AS NECESSARY AND DISPOSED IN AN UPLAND AREA. BOLLARD i%
NUMBER 255225, PANEL NUMBER 0176E, HAVING AN EFFECTIVE DATE OF JULY 17, 2012. FENCE EE
18. INSTALLATION OF THE EROSION CONTROL BARRIERS AS ILLUSTRATED IS INTENDED TO REPRESENT THE MINIMUM —o— SIGN 5
PIPES AND CONDUITS HAVE BEEN DETERMINED FROM THE AFOREMENTIONED RECORD PLANS AND ARE APPROXIMATE ONLY. WE MEASURES SHALL BE IMPLEMENTED AS CONDITIONS WARRANT OR AS DIRECTED BY THE OWNER OR OWNER'S REPRESENTATIVE. WOOD GUARD RAIL
CANNOT ASSUME RESPONSIBILITY FOR DAMAGES INCURRED AS A RESULT OF UTILITIES THAT ARE OMITTED OR INACCURATELY BCB BIT. CONC. BERM o™
SHOWN ON SAID RECORD PLANS, SINCE SUB—SURFACE UTILITIES CANNOT BE VISIBLY VERIFIED. BEFORE PLANNING FUTURE 19. REQUIRED SEDIMENTATION CONTROL FACILITIES MUST BE PROPERLY ESTABLISHED, CLEARLY VISIBLE AND IN OPERATION PRIOR s v 0 TREE PROTECTION
CONNECTIONS, THE PROPER UTILITY ENGINEERING DEPARTMENT SHOULD BE CONSULTED AND THE ACTUAL LOCATION OF TO INITIATING ANY LAND CLEARING ACTIVITY AND/OR OTHER CONSTRUCTION RELATED WORK. SUCH FACILITIES SHALL cc CONCRETE CURB R 4 o
SUB—SURFACE STRUCTURES SHOULD BE DETERMINED IN THE FIELD. CALL, TOLL FREE, THE DIG SAFE CALL CENTER AT REPRESENT THE LIMIT OF WORK. WORKERS SHALL BE INFORMED THAT NO CONSTRUCTION ACTIVITY IS TO OCCUR BEYOND
1-888—344—7233 SEVENTY—TWO HOURS PRIOR TO EXCAVATION. THE LIMIT OF WORK AT ANY TIME THROUGHOUT THE CONSTRUCTION PERIOD TBM TEMPORARY BENCH MARK O INLET PROTECTION
5) WETLANDS FLAGS SHOWN HEREON WERE PRE—EXISTING ON SITE. 20. CATCH BASINS AND STORM DRAIN INLETS SHALL BE PROTECTED WITH INLET PROTECTION WITHIN LIMITS 'OF DISTURBANCE. VGe VERTICAL GRANITE CURB ER DETECTABLE WARNING PANEL Project No.
7)  THE PREMISES LIE WITHIN THE SINGLE RESIDENCE "C" ZONING DISTRICT AND THE WIRELESS COMMUNICATIONS OVERLAY DISTRICT. 21. THE CONTRACTOR SHALL NOT REMOVE ANY SILT SOCKS OR OTHER EROSION CONTROLS UNTIL THE CONTR‘BUT‘NG DRAINAGE BT BITUMINOUS: ' 1500700
~ AREA HAS BEEN PERMANENTLY STABILIZED. CONC CONCRETE: RIP—RAP | :
8)  THIS DOCUMENT IS AN INSTRUMENT OF SERVICE OF FELDMAN LAND SURVEYORS ISSUED TO OUR CLIENT FOR PURPOSES Bttt ; o
RELATED DIRECTLY AND SOLELY TO FELDMAN LAND SURVEYORS' SCOPE OF SERVICES UNDER CONTRACT TO OUR CLIENT FOR 22 O et T ORAGE, MAINTENANCE, AND ggm%ggNAREAS SHALL BE AS-INDICATED, IN.THE .ORDER  OF 1c TOP OF CURB PATCH, SEAL AND OVERLAY
THIS PROJECT. ANY USE OR REUSE OF THIS DOCUMENT FOR ANY REASON BY ANY PARTY FOR PURPOSES UNRELATED DIRECTLY 5C BOTTOM- OF CURE :
AND SOLELY TO SAID CONTRACT SHALL BE AT THE USER'S SOLE AND EXCLUSIVE RISK AND LIABILITY, INCLUDING LIABILITY FOR 23. SOILS AND OTHER MATERIALS SHALL BE STOCKPILED IN LOCATIONS AS RESTRICTED BY THE ORDER OF CONDITIONS ISSUES o GRANITE BOUND TO BE SET
VIOLATION OF COPYRIGHT LAWS, UNLESS WRITIEN CONSENT IS PROVIDED BY FELDMAN LAND SURVEYORS. BY THE WESTWOOD CONSERVATION COMMISSION. ALL STOCKPILES MUST BE MAINTAINED IN A STABILIZED CONDITION WITH J= INVERT ELEVATION
EROSION CONTROLS IN PLACE. -
TR= CENTERLINE OF TROUGH
o 24. DRAINAGE FEATURES SHALL BE CLEANED OF SEDIMENT FOLLOWING CONSTRUCTION COMPLETION. ; OUG
. GENERAL NOTES SQ. FT. — SQUARE FEET
1. THE STATE OF MASSACHUSETTS STANDARD SPECIFICATIONS FOR HIGHWAYS AND BRIDGES 1995 EDITION AND THE : R= ——— RIM ELEVATION
SUPPLEMENTAL SPECIFICATIONS 2002 EDITION, OR LATEST REVISION, AND THE MASSACHUSETTS STANDARD DETAILS GRADING AND UTILITY NOTES - o
AND THE TOWN OF WESTWOOD STANDARD DETAILS AND CONSTRUCTION STANDARDS ARE MADE A PART HEREOF AS , ‘ BB ~——— BITUMINOUS BERM
FULLY AND COMPLETELY AS IF ATTACHED HERETO. THE 1995 EDITION OF THE STANDARD SPECIFICATIONS AND THE - 1. ALL WORK PERFORMED AND ALL MATERIALS FURNISHED SHALL CONFORM WITH THE LINES AND GRADES ON THE PLANS AND 0C ————— CONCRETE CURB
2002 EDITION OF THE SUPPLEMENTAL SPECIFICATIONS MAY BE OBTAINED AT THE MASSACHUSETTS DEPARTMENT OF SITE WORK SPECIFICATIONS, UNLESS OTHERWISE DIRECTED. ‘ ~
TTRANSPORTATION. ‘ ~ , ToW ———TOP OF WALL
; o o ; 2. AT ALL LOCATIONS WHERE EXISTING CURBING OR PAVEMENT ABUT NEW CONSTRUCTION, THE EDGE OF THE EXISTING CURB OR ‘
2. THE CONTRACTOR SHALL MAKE ALL NECESSARY CONSTRUCTION NOTIFICATIONS AND APPLY FOR AND OBTAIN ALL . PAVEMENT SHALL BE SAW CUT TO A CLEAN, SMOOTH EDGE. ~BLEND NEW PAVEMENT AND CURBS SMOOTHLY INTO EXISTING 10D ————— TOP OF DEBRIS
NECESSARY CONSTRUCTION PERMITS, PAY ALL FEES AND POST ALL BONDS ASSOCIATED WITH THE SAME, AND BY MATCHING LINES, GRADES AND JOINTS. ‘ ~ pd
COORDINATE WITH THE OWNER AND THE ENGINEER. ‘ ; —0 O——0 o WIRE FENCE
~ 3. ALL EXISTING AND PROPOSED UTILITY COVERS, GRATES, ETC. SHALL BE ADJUSTED TO BE FLUSH WITH THE SURROUNDING O
3. THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR JOB SITE SAFETY. THE CONTRACTOR SHALL PROVIDE SURFACE OR PAVEMENT FINISH GRADE OF THIS CONTRACT. RIM ELEVATIONS OF STRUCTURES AND MANHOLES ARE S SEWER -\
TEMPORARY FENCING AND/OR BARRIERS AROUND ALL OPEN EXCAVATED AREAS, AND CONDUCT ALL WORK IN ; ~ APPROXIMATE. FINAL ELEVATIONS ARE TO BE SET FLUSH AND CONSISTENT WITH THE PROPOSED .FINAL GRADES. k e
ACCORDANCE WITH OSHA STANDARDS AND THE TOWN OF WESTWOOD REQUIREMENTS. D DRAIN , ~ U)
4. THE CONTRACTOR SHALL MAKE ALL ARRANGEMENTS FOR THE ALTERATION OF PRIVATE UTILITIES BY THE UTILITY COMPANIES, ,
4, ANY AREA OUTSIDE OF THE LIMIT OF WORK THAT IS DISTURBED SHALL BE RESTORED TO TS ORIGINAL CONDITION AS REQUIRED. W WATER ABBREVIATIONS Z ;
AT NO COST TO THE OWNER. ; ~ ‘ N e
B 5. WHERE AN EXISTING UTILITY IS FOUND TO CONFLICT WITH THE PROPOSED WORK, THE LOCATION, ELEVATION AND SIZE OF THE G GAS ~ L o
5.  ALL EXISTING CONDITIONS SHOWN SHALL BE CONSIDERED APPROXIMATE AND ARE BASED ON THE BEST INFORMATION UTILITY SHALL BE ACCURATELY DETERMINED WITHOUT DELAY BY THE CONTRACTOR AND THE INFORMATION FURNISHED TO THE E (@)
AVAILABLE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING THAT THE PROPOSED IMPROVEMENTS SHOWN ENGINEER FOR RESOLUTION. ELECTRIC |__ o
ON THE PLANS DO NOT CONFLICT WITH ANY KNOWN EXISTING OR OTHER PROPOSED IMPROVEMENTS. IF ANY ; = ADJUST TO GRADE — N
CONFLICTS ARE DISCOVERED, THE CONTRACTOR SHALL NOTIFY THE OWNER, AND THE ENGINEER PRIOR TO 6. THE CONTRACTOR SHALL PROTECT ALL UNDERGROUND DRAINAGE, SEWER AND UTILITY FACILITIES FROM EXCESSIVE VEHICULAR T TELEPHONE >< Ll o
INSTALLATION OF ANY PORTION OF THE SITE WORK WHICH WOULD BE AFFECTED. NO FIELD ADJUSTMENTS IN THE LOADS DURING CONSTRUCTION. ANY DAMAGE TO THESE FACILITIES RESULTING FROM CONSTRUCTION LOADS WILL BE _ ~ T
LOCATION OF SITE ELEMENTS SHALL BE MADE WITHOUT THE ENGINEERS APPROVAL. RESTORED TO ORIGINAL CONDITION AT NO COST TO THE OWNER. C CABLE TELEVISION = BITUMINOUS BERM (SEE DETAIL) LLI] o0 <t
6. ALL UTIITIES (LOCATION AND ELEVATION) SHOWN SHALL BE CONSIDERED APPROXIMATE ONLY. BEFORE COMMENCING 7. ALL WATER SERVICE WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE DEDHAM—WESTWOOD WATER DISTRICT (DWWD) L STREET LIGHTING — BITUMINOUS CONCRETE PAVEMENT (SEE DETAILL) = =
SITE WORK IN ANY AREA, CONTACT "DIG SAFE" AT 1-888-344—7233 AND ALL UTILITY COMPANIES NOT COVERED BY : RULES AND REGULATIONS. COORDINATE WITH DWWD PRIOR TO START OF WORK. | X) LLl o .
"DIG SAFE”. TO ACCURATELY LOCATE UNDERGROUND UTILITIES. ANY DAMAGE TO EXISTING UTILITIES OR ~ 'an
SHALL BE THE CONTRACTOR’S RESPONSIBILITY. NO EXCAVATION SHALL BE DONE UNTIL COMPANIES ARE PROPERLY o EQ - B < ) S
NOTIFIED IN ADVANCE. NOTE THAT NOT ALL EXISTING UNDERGROUND UTILITIES ARE SHOWN. [T IS THE ~ = ; : —
9. EXCAVATION REQUIRED WITHIN THE PROXIMITY OF EXISTING UTILITY LINES SHALL BE DONE BY HAND. CONTRACTOR SHALL @ =
CONTRACTORS' RESPONSIBILITY O CONTACT ALL RESPECTIVE UTILITY COMPANIES TO VERIFY AND LOGATE EXISTING REPAIR ANY DAMAGE TO EXISTING UTILITY LINES OR STRUCTURES INCURRED DURING CONSTRUCTION OPERATIONS AT NO COST 0 — =
: TO THE OWNER, (oM = SAWCUT AND MATCH EXISTING GRADES o P
7. ALL WORK WITHIN THE RIGHT OF WAY SHALL CONFORM TO THE TOWN OF WESTWOOD DEPARTMENT OF PUBLIC ’ ‘ | D N
WORKS REQUIREMENTS, AND MASSACHUSETTS STANDARD SPECIFICATIONS FOR HIGHWAYS AND BRIDGES 1995 EDITION 10. PITCH EVENLY BETWEEN SPOT GRADES. ALL PAVED AREAS MUST PITCH TO DRAN AT A MIN. OF 1/8% PER FOOT UNLESS @(X ) CEMENT CONCRETE SIDEWALK AND WIDTH LLI L9 0
AND THE 2002 EDITION OF THE SUPPLEMENTAL SPECIFICATIONS, OR LATEST REVISIONS TO BOTH. SPECIFIED. ~ ;
8. PAVEMENT MARKINGS ARE TO BE EPOXY AND CONFORM TO THE SPECIFICATIONS. 11. SITE GRADES SHALL CONFORM WITH ADA AND MAAB REQUIREMENTS. = DIRECTIONAL ARROW MARKING (SEE DETAIL) L1
9. PRIOR TO PLACEMENT OF FINAL COAT OF PAVEMENT ALL EXISTING PAVEMENT IS TO BE SWEPT CLEAN AND ASPHALT 12. ALL TRANSITIONS BETWEEN GROUND COVERING MATERIALS SHALL BE SMOOTH AND MEET 521 CMR 20.10 REQUIREMENTS. X’) B m
EMULSION TACK COAT IS TO BE APPLIED. 13. CONTRACTOR IS REQUIRED TO APPLY FOR, OBTAIN, AND PAY ALL FEES FOR PERMITS ASSOCIATED WITH CONSTRUCTION, - LLI
, INCLUDING BUT NOT LIMITED TO: ¢
10. ALL ADA CURB RAMPS SHALL HAVE DETECTABLE WARNING MATS IN ACCORDANCE WITH ADA GUIDELINES. e oL LIMITED LY \rioN FOR: SEWER CONNECTION @ _ VERTICAL GRANITE CURB (SEE DETAL) !
11. IN ADDITION TO TYPICAL DESIGN STANDARDS, THE CONSTRUCTION GATE/FENCE SUPPORT SYSTEM (POSTS, UPRIGHTS, . gggmgg%ssﬁ%%oo\ﬁ%gcD';\SNT%KI?E{“A%;SGERQ&MW ! LL
RODS, RAILS, TIES, FOUNDATIONS, ETC.) SHALL BE DESIGNED FOR A LATERAL WIND PRESSURE WITH THE FENCE @ = GRANITE CURB FLUSH (SEE DETAIL) D
ASSUMED TO BE SOLID L.E., WITHOUT PENETRATIONS. CONTRACTOR SHALL SUBMIT CALCULATIONS STAMPED BY A MA
. , ' 14, CONTRACTOR IS RESPONSIBLE FOR COMPLETING, PAYING FEES, AND EXECUTING THE FIRE AND DOMESTIC SERVICE APPLICATION ,
iﬁGDlS;EEEgT;%OFB%S{Eé?&\ISLCEEEINEER DEMONSTRATING THE DESIGN TO BE IN COMPLIANCE WITH ALL LOADS NOTED WITH THE DEDHAM WESTWOOD WATER DISTRICT. @(x ) GRANITE TRANSITION” CURG. ND LENGTH (SEE: DETAL)
12. THE USE OF CONSTRUCTION MACHINERY IS RESTRICTED TO THE HOURS BETWEEN 7:00 AM AND 7:00 PM, MONDAY
THROUGH SATURDAY, AND TO THE HOURS BETWEEN 12:00 NOON AND 7:00 PM ON SUNDAYS AS REQUIRED IN THE LAYOUT NOTES = INLET PROTECTION (SEE DETAIL)
TOWN OF WESTWOOD GENERAL BYLAWS, ARTICLE 10, SECTION 24.
| 13. CONSTRUCTION DUMPSTERS AND PORTABLE TOILETS USED ON THE SITE MUST BE COMPANIES LICENSED TO THE . T AL LINES ARE PERPENDICULAR OR PARALLEL TO THE LINES FROM. WHICH THEY ARE. MEASURED. UNLESS  OTHERWISE @ = LANDSCAPED AREA (SEE LANDSCAPE PLANS)
TOWN OF WESTWOOD BOARD OF HEALTH. - - |
14, CONSTRUCTION SEQUENCE WILL GENERALLY CONSIST OF THE FOLLOWING PHASES: 2. DIMENSIONS OF PARKING 'SPACES AND DRIVEWAYS ARE FROM FACE OF CURB TO FACE OF CURB UNLESS OTHERWISE NOTED. @ = LOAM AND SEED (SEE LANDSCAPE PLANS)
< CONSTRUCTION OF THE TEMPORARY GRAVEL LOT. : 3.  ACCESSIBLE RAMPS SHALL BE PER THE AMERICANS WITH DISABILITIES ACT (ADA) ACCESSIBILITY AND MASSACHUSETTS - L TROI
~ B ARCHITECTURAL ACCESS BOARD (MAAB) GUIDELINES AND INCLUDE DETECTABLE WARNING MATS. OUTLET CONTROL STRUCTURE NUMBER
o  DEERFIELD AVENUE ROADWAY CONSTRUCTION AND GIRL SCOUT HOUSE DEMOLITION. ‘ ; ~ « ~ ~ ‘ , ~
: 4. AUTOCAD PLANS OR ADDITIONAL COORDINATES CAN BE PROVIDED AFTER THE AWARD OF THE BID UPON REQUEST. : ~ : , ~ R&D ) = REMOVE AND DISPOSE
e NEW TOWN HALL PARKING AND CONCRETE RAMP CONSTRUCTION. s , ; ‘ , e o o
5. GRANITE BOUNDS SHALL BE OF SOUND GRANITE, THE TOP AND THE FACE PARALLEL AND THE FRONT AND BACK SHALL BE R g R R e b i N S R ; COPYRIGHT © 2015 by Dore & Whiier At . (D8H)
A : : R&R = REMOVE AND RELOCATE These docurmients are D&W's instruments of service and as such

COORDINATE WITH THE OWNER FOR PHASING SCHEDULING AND ESTABLISHMENT OF LIMITS OF WORK AT EACH PHASE. STRAIGHT SPLIT. THE TOP SHALL BE SIX (6) INCHES SQUARE AND SHALL HAVE A DRILL HOLE IN THE CENTER ONE AND D&W retains all copyright, common law and statfory ights

Use of these documents without D&W's express, written

ONE—HALF (1%) INCHES IN DEPTH AND ONE—HALF () INCH IN DIAMETER, WITH THE BOTTOM SOMEWHAT FLARED. THEY

TRAVEL, MASSDOT CONSTRUCTION STANDARDS DETAIL

15. THE TOWN HALL AND POLICE STATION SHALL REMAIN ACTIVE AT ALL TIMES DURING CONSTRUCTION. COORDINATE ALL SHALL BE FOUR (4) FEET IN LENGTH AND SET FLUSH WITH FINISH GRADE. THE FINAL LOCATION OF THE GRANITE BOUNDS = REMOVE AND STOCKPILE pemission il estn opyright infingement
WORK THAT WILL DISRUPT REGULAR OPERATIONS WITH THE OWNER ONE WEEK IN ADVANCE. NO INTERRUPTIONS TO ARE TO BE COORDINATED WITH DEPARTMENT OF PUBLIC WORKS PRIOR TO INSTALLATION.
UTILITY SERVICE TO THE POLICE STATION OR TOWN HALL SHALL BE PERMITTED. — REMOVE PAVEMENT MARKINGS 100% BID
DOCUMENTS
@ — STRIPED CROSS WALK (SEE DETAIL)
DEMOLITION NOTES REVISION: Date:
1. ALL DEMOLITION SHALL BE COORDINATED WITH THE OWNER PRIOR TO START OF WORK. = HANDICAP EPOXY RESIN PAVEMENT MARKING ADDENDUM 3 10/22/15
2. PAVEMENT DEMOLITION SHALL BE SAW CUT AND DISPOSED OF PROPERLY. @ — 4” SOLID WHITE EPOXY RESIN PAVEMENT MARKING
3. ALL UTILITIES REMOVED FROM THE SITE SHALL BE CUT AND CAPPED IN ACCORDANCE WITH THE PLANS.
4. THE CONTRACTOR SHALL COORDINATE ALL DEMOLITION OF STRUCTURES, PAVEMENT AND CONCRETE MATERIALS, AND @ = 127 SOLID WHITE EPOXY RESIN PAVEMENT MARKING
UTILITIES WITH APPROPRIATE PROPOSED SITE, GENERAL, AND UTILITY DRAWINGS. WATER QUALITY STRUCTURE NUMBER
5. THE CONTRACTOR SHALL REMOVE ALL UNSUITABLE SOILS TO THE LIMITS SATISFACTORY TO THE ENGINEER. -
6. THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING A COPY OF PEST INSPECTION AND ASBESTOS SURVEY IN TNCE TR
COMPLIANCE WITH DEP TO THE WESTWOOD BOARD OF HEALTH PRIOR TO DEMOLITION. - :
10/01/15 | AS NOTED
= WHEELCHAIR RAMP ON NARROW SIDEWALK WITH DETECTABLE :
WARNING PANEL, MASSDOT CONSTRUCTION STANDARDS DETAIL DRAWNBY: | CHKD BY:
— WHEELCHAIR RAMP FOR ONE CONTINUOUS DIRECTION OF PEDESTRIAN AW MJG

— DETECTABLE WARNING PANEL FOR WHEELCHAIR RAMPS AND STANDARD SHEET TITLE:
RAMP TECHNOLOGY, MASSDOT CONSTRUCTION STANDARDS DETAIL LEGEND AND
206.8.0) = REINFORCED CONCRETE PIPE FLARED ENDS, ~
MASSDOT CONSTRUCTION STANDARDS DETAIL GENERAL
. NOTES
SHEET #:

c0.1
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